SRM-ADJ SILICONE RUBBER HEATING BLANKETS WITH MID-TEMP CONTROL

► Built-in adjustable temperature control up to 160 °F (71 °C)
► Mid-temperature design will not overheat contents
► Exceptional durability for a wide range of industrial uses
► 360° grounded heating element for enhanced safety

Specifications:
Adjustable Thermostat: Up to 160°F (71°C)†
Width: Min 3 in (7.6 cm); Max 48 in (122 cm)
Length: Min 4 in (10.2 cm); Max 48 in (122 cm)
Voltage Options: 120 VAC or 240 VAC single phase
Power Density: 2.50 W/in² (0.39 W/cm²)
Max Amp Capacity: 13.5 A
Min Exposure Temperature: -60°F (-51°C)
Max Exposure Temperature: 392°F (200°C)
Min Bend Radius: 2 in (51 mm)††
Power Cord 6 ft (1.8 m) Long:
120 VAC with standard 3-prong plug (NEMA 5-15)
240 VAC with standard 3-prong plug (NEMA 6-15)
Ingress Protection Rating: IP54

† If precise temperature control is required for your application, please contact BriskHeat or your local distributor for application assistance and product solutions.
†† Min bend radius applies to the heater element direction only (see drawing).

(see ordering options for details)

Ordering Information:
Standard Sizes and Wattages

<table>
<thead>
<tr>
<th>Width (in)</th>
<th>Size</th>
<th>Length (in)</th>
<th>Total Watts</th>
</tr>
</thead>
<tbody>
<tr>
<td>6 (152)</td>
<td>12 (305)</td>
<td>180</td>
<td></td>
</tr>
<tr>
<td>6 (152)</td>
<td>24 (610)</td>
<td>360</td>
<td></td>
</tr>
<tr>
<td>6 (152)</td>
<td>36 (914)</td>
<td>540</td>
<td></td>
</tr>
<tr>
<td>12 (305)</td>
<td>12 (305)</td>
<td>360</td>
<td></td>
</tr>
<tr>
<td>12 (305)</td>
<td>24 (610)</td>
<td>720</td>
<td></td>
</tr>
<tr>
<td>12 (305)</td>
<td>36 (914)</td>
<td>1080</td>
<td></td>
</tr>
<tr>
<td>18 (457)</td>
<td>18 (457)</td>
<td>810</td>
<td></td>
</tr>
<tr>
<td>18 (457)</td>
<td>36 (914)</td>
<td>1472*</td>
<td></td>
</tr>
<tr>
<td>24 (610)</td>
<td>24 (610)</td>
<td>1440</td>
<td></td>
</tr>
</tbody>
</table>

*2.27 W/in² (0.35 W/cm²)

Ideal For
• Tanks
• Vessels
• Hoppers
• Silos
• Conveyors
• Vats
• Large Surfaces
• And More

Part Number Matrix

<table>
<thead>
<tr>
<th>Width (inches)</th>
<th>Length (inches)</th>
<th>Voltage</th>
<th>Pressure Sensitive Adhesive</th>
<th>Ordering Options</th>
</tr>
</thead>
<tbody>
<tr>
<td>6 (152)</td>
<td>12 (305)</td>
<td>1 - (120 V), 2 - (240 V)</td>
<td>P - (with PSA), Blank - (without PSA)</td>
<td>ADJB - With Plug, ADJ - No Plug, Ferrule Crimped Wire Terminations (CSA Approved)</td>
</tr>
</tbody>
</table>

www.BriskHeat.com
1-888-412-7406 (Worldwide)
Email: bhtsales1@briskheat.com