**XtremeFLEX® BIHE EXTRA-HEAVY INSULATED HEATING TAPES**

- Exceptional flexibility and durability
- Rapid thermal response
- Grounded for enhanced safety
- Removable and reusable
- Includes high-temperature stainless steel tie-downs for easy installation

**Specifications:**

**Maximum Exposure Temperature:**
Removable and Reusable: Up to 450°C (842°F)
Single Installation Use: Up to 760°C (1400°F)

**Power Density:**
- 150 W/m (46 W/ft)
- 300 W/m (91 W/ft)
- 500 W/m (152 W/ft)

**Width:** 25 mm (1.0 in)

**Power Leads:** 1.5 m (60 in) long with ferrule crimp terminated leads

**Minimum Bend Radius:** 6 mm (0.25 in)

**Ingress Protection Rating:** IP50

---

**Ordering Information:**

<table>
<thead>
<tr>
<th>Width</th>
<th>Length</th>
<th>Volts</th>
<th>Part No. 150 W/m</th>
<th>Part No. 300 W/m</th>
<th>Part No. 500 W/m</th>
</tr>
</thead>
<tbody>
<tr>
<td>25 mm (1.0 in)</td>
<td>1.0 m (3.3 ft)</td>
<td>240</td>
<td>BIHE25210150L</td>
<td>BIHE25210300L</td>
<td>BIHE25210500L</td>
</tr>
<tr>
<td>25 mm (1.0 in)</td>
<td>1.5 m (4.9 ft)</td>
<td>240</td>
<td>BIHE25215150L</td>
<td>BIHE25215300L</td>
<td>BIHE25215500L</td>
</tr>
<tr>
<td>25 mm (1.0 in)</td>
<td>2.0 m (6.6 ft)</td>
<td>240</td>
<td>BIHE25220150L</td>
<td>BIHE25220300L</td>
<td>BIHE25220500L</td>
</tr>
<tr>
<td>25 mm (1.0 in)</td>
<td>2.5 m (8.2 ft)</td>
<td>240</td>
<td>BIHE25225150L</td>
<td>BIHE25225300L</td>
<td>N/A</td>
</tr>
<tr>
<td>25 mm (1.0 in)</td>
<td>3.0 m (9.8 ft)</td>
<td>240</td>
<td>BIHE25230150L</td>
<td>BIHE25230300L</td>
<td>BIHE25230500L*</td>
</tr>
<tr>
<td>25 mm (1.0 in)</td>
<td>3.5 m (11.5 ft)</td>
<td>240</td>
<td>BIHE25235150L</td>
<td>BIHE25235300L*</td>
<td>BIHE25235500L*</td>
</tr>
</tbody>
</table>

*Maximum exposure temperature up to 450°C (842°F)*