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IMPORTANT: Temperature controller is required for this product. See options starting on page 145.

SR EXTRA-FLEXIBLE SILICONE RUBBER HEATING BLANKETS

Custom designs and temperature uniformity 
testing available upon request
• Cutouts
• Holes
• Notches
• Uniformity testing

• Unique shapes and sizes
• Lead exit locations
• Built-in thermocouples

► For use in applications that require tight 
flexibility up to 1/4 in (6 mm) radius 

► Easy-to-apply industrial strength pressure 
sensitive backing option

► Rapid heat-up
► 2-year warranty

Features & Benefits

Diameter
in (mm)

Total  
Watts

6 (152) 140
8 (203) 250

10 (254) 395
12 (305) 565
14 (356) 770
16 (406) 1005

Width
in (mm)

Length
in (mm)

Total
Watts

6 (152) 6 (152) 180
6 (152) 12 (305) 360
6 (152) 24 (610) 720
8 (203) 8 (203) 320

10 (254) 10 (254) 500
12 (305) 12 (305) 720
12 (305) 24 (610) 1440
16 (406) 16 (406) 1280
18 (457) 18 (457) 1620
24 (610) 24 (610) 2880

Standard Sizes and Wattage
Rectangular Round

   SR 5 120 06X12 C

Product Series:

Power Density:
5-(5 watts/in2)

Voltage:
120-(120VAC), 240 (240VAC)

Dimensions:
Rectangular, 06X12-(6 in x 12 in)
Round, 12D-(12 in diameter)

Power Plug:
See page 180 for options.

Part Number Matrix
Ordering Information 

Contact BriskHeat about Boeing approved heaters and custom options.

Power Density: 5 W/in2  (0.78 W/cm2)
Voltage: 120 or 240 VAC
Maximum Exposure Temperature:
-60°F to 450°F (-51°C to 232°C)
Nominal Thickness: 1/4 in (6.3 mm)
Power Cord: 6 ft (1.8 mm) high-temperature
silicone cord
IP Rating: IP54

Specifications

(with CE 
approved 

plug)

Moisture
& Chemical
Resistant


