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Voltage: 110–240 VAC
Maximum Amp Load: 15 amps at 110–120 VAC; 10 amp at 208–240 VAC
Temperature Control Range: -30°F to 212°F (-34°C to 100°C) 
Temperature Display Units: °F and °C
Sensor Input: A99 sensor for 1035 Ω at 77°F (25°C); 9 in (229 mm)  
or 78 in (1981 mm) factory installed
Accuracy: ± 2°F (1°C) between 5°F and 167°F (-15°C and 75°C);  
diverging to ± 3°F (2°C) at -40°F (-40°C) and 212°F (100°C)
Sensor Offset Range: ±5°F (3°C)
Output Relay: Single-pole, double throw (SPDT)
Input Power Cord/Connections: Hardwire; NEMA 4X/IP66 requires  
watertight fitting
Output Power Cord/Connection: Hardwire; NEMA 4X/IP66 requires  
watertight fitting 
Special Features: Wiring options for SPDT normally open or closed; 
adjustable parameter lock; short cycle delay reduces wear
Environmental Exposures:
– Operating range: -40°F to 140°F (-40°C to 60°C) 
– Storage range: -40°F to 185°F (-40°C to 85°C)
– Relative humidity: < 95% non-condensing temperatures
Enclosure Dimensions: 2.81 in W x 6.63 in H x 2.81 in D  
(71 mm W x 168 mm H x 71 mm D)

Part No. Sensor Lead Length
in (mm)

TC4X-1 9  (229)

TC4X-2 78 (1981)

Ordering Information 

Accessories 
Part No. Description

41276-04 0.5 in (13 mm) diameter watertight conduit fitting suitable for NEMA 4 and 6 
enclosures. Fits cable 0.17 in to 0.45 in (4 mm to 11 mm) diameter

A99BB-200C A99 PTC temperature sensor. 0.25 in (6 mm) diameter, 78 in (1981 mm) length

A99BB-600C A99 temperature sensor. 0.25 in (6 mm) diameter, 240 in (6096 mm) length

Requires suitable watertight 
fitting for electrical connection 
(sold separately)

TC4X DIGITAL TEMPERATURE CONTROLLER 
IN NEMA 4X ENCLOSURE

► 3-key touch pad interface
► Includes A99 temperature sensor
► On/off control with status indicator
► Compatible with a wide range of heating devices
► Outdoor and wet-area use — NEMA 4X/IP66

watertight plastic enclosure
► LCD display with adjustable backlighting
► Programmable in both °F and °C
► Easy menu-based programming

Specifications

Features & Benefits


